IPCAM Discoverer User Manual
INTRODUCTION

v" IPCAM Discoverer can help users to search IPCAMs among different network domains in a LAN. It also can
get IPCAM’s IP address and other network information at one time search.

Support multiple Network Interfaces to search for the IPCAMs

Support the IP mode which is STATIC/DHCP/PPPoE configuration to IPCAMs

Support the Surveillance Password to the IPCAMs

Support bi-lingual (English/Traditional Chinese) user interfaces
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Support Windows XP operating system installation.

INSTALL /UNINSTALL IPCAM DISCOVERER

&  Steps for installing IPCAM Discoverer

STEP1 Execute =#WMIE% | from the CD.
STEP2  Press the [[Next]) button

Welcome to the InstallShield Wizard for IPCam
Discoverer

The InstallShield(R.) Wizard will install IPCam Discoverer on yaur
computer. To continue, click Mext,

WARMING: This program is protected by copyright: law and
international kreatiss,

[ mext= [ Cancel ]

STEP3  Choose [ | accept the terms in the license agreement] and then press the [ Next] button

-
fi? IPCam Discoverer - InstallShield Wizard

License Agreement

Flease read the follawing license agreement carefully. | <

END USER LICENSE AGREEMENT for Leadtek Research Inc. »

IMPORTANT--READ CAREFULLY:

This Leadtek Research Inc.(hereinafter called as "Leadtek") End

User License agreement ("end user license") is a legal agreement
between you and Leadtek for the Leadtek software program, which
includes computer software and associated media and printed
materials {if any), and may include online or electronic

documentation {"software product" or "software"). By installing,
copying ar otherwise using the SOFTWARE PRODUCT, you agree to
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(@1 accept the berms in the license agreement: ]

()1 do nat accept the terms in the license agresment

[ < Back ” et = ] [ Cancel
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STEP4  Press [Next] button without changing the software installation path.

STEPS

=
i'-.%‘ IPCam Discoverer - InstallShield Wizard

Destination Folder

G Install IPCam Discoverer to:
C:\Program Files\IPCam_Discoverer',

‘ 1l
Click Mext to instal ta this folder, or click Change o install to a different folder. o

<Back || Mextx | [ Cancel

Press the [Install] button to start installing the IPCAM Discoverer

-
i IPCam Discoverer - InstallShield Wizard

The wizard is ready to begin installation.

Ready to Install the Program ‘ 1]

IF wou want ko review or change any of your installation settings, click Back. Click Cancel ko
exit the wizard,

Current Settings:

Setup Type:
Typical
Destination Folder:
Ci\Program Files\IPCam_Discaverer,

User Information:
MName: Jerry-Lin
Comparry; Leadtek

Installing IPCam Discoverer ‘

" -
i# IPCam Discoverer - InstallShield Wizard X
1IN

The program features you selected are being installed.

Please walt whils the Installshield Wizard installs IPCam Discoverer. This
may take several minutes.

Skatus:

Copying new files

(FRRRRAAE )

STEP6

IR <Back Bext >
Press the [Finish] button to complete the software installation.
IPCam Discoverer - [nstallShield Wizard rz‘

InstallShield Wizard Completed

The Installshield wWizard has successfully installed IPCam
Discoverer, Click Finish o et the wizard,

Launch the program

< Back Cancel
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€ Uninstall the IPCAM Discoverer

STEP1 Browse the Programs to find IPCam_Discoverer and select the Uninstall

'ri [PCam_Distoverer @ IPCam Discoverer
\_g'_B Uninstall

STEP2  Press [YES] to remove the IPCAM Discoverer automatically.

Windows Installer

Are you sure to uninstall the product ?

If you are encountered with uninstalling the IPCAM Discoverer, please visit the Control Panel >

Add or Remove Programs to try remove it there.

€ Install the WinPcap
Before start to use the IPCAM Discoverer, you need to install the WinPcap in advance. Here are the instructions.
STEP1 Press the [[Next] button

# WinPcap 4.0 Setup

(() . WinPcap 4.0 Installer
A ‘h caP ‘Welcome to the WinPcap 4.0 Installation Wizard

This product is brought to you by

=
CACE

TECHNOLOGIES

Packet Capturing and Network Analysis Solutions

STEP2 Press the [[Next]) button
| 6 WinPcap 4.0 Seiup E”El@l

Welcome to the WinPcap 4.0 Setup
Wizard

This Wizard will guide vou through the entire WinPcap
installation.

For more information of support, please visit the WinPcap
home page.

http: f v, winpcap. org

<Back || Mext> | [ Cancel
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STEP3  Press the [ I Agree] button to start the installation

§ WinPeap 4.0 Setnp (=13 B WinPeap 4.0 Setmp EEE
“ ) » License Agreement \( ) . Installing
’ ln ch Please review the license terms before installing WinPcap 4.0, » lﬂ caP Please wait while WinPcap 4.0 is being installed,

Press Page Down to see the rest of the agresment. Qutput Folder: CriProgram Files\WwinPeap
[

"~ opyright £c) 1999 - 2005 NetGroup, Politecnico di Toring (Tkaly). ~ L
Copyright (£} 2005 - 2007 CACE Technologies, Davis (California).
Al vights reserved.

Redistribution and use in source and binary Forms, with or without modification, are
permitted provided that the following conditions are met:

1. Redistributions of source code must retain the above copyright notice, this list of
conditions and the Following disclaimer.

2. Redistributions in binary Form must reproduce the above copyright notice, this lisk of
conditions and the Following disclaimer in the documentation andfar other materials -

IF you accept the terms of the agreement, dick I Agree to continue, You must accept the
agreement ko install WinPcap 4.0,

<Back J[_tagree | [ cancel

STEP4  Press the [Finish] button to complete the WinPcap installation

s WinPcap 4 0 Setup E|E|E|

Completing the WinPcap 4.0 Setup
Wizard

‘WinPcap 4.0 has been installed on your computer,

Click Finish to close this wizard,
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START THE IPCAM DISCOVERER

€ Execute IPCAM Discoverer
STEP1 Start to use IPCAM Discoverer

a)Language selection

*You may select English/Traditional Chinese *

MACID : [00:30.04 FFFFFF il Seam |

STEP2. DISPLAY NETWORE INFORMATION

IP Mode - FFFoE Netmask : 2552552250 DNE1 : 0,000
IP address : 1921680100  Gateway : 0000 DNE 2 : 0000

network | Surveillinge Password |

1 [DHCE

£ tatic [

b)Network Interface selection

If 2 or more Network Interfaces have been enabled, you will see an interface for IPCAM Discoverer

to configure.

WMACID : [00:30:04 FFFF-FF _7| Seam Network Interface
IPMode:  PPRGE Netmask : 2552552550 DNS1 - 0000
IPaddress - 1921680000  Gateway: 0000 DNS 2 - 00,00

STEP3, MODIFY NETWORE INFORMATION (APPLY)

network | Surveillings Password |

1 IDHCE

Press the Network Interface button if you need and select the correct network domain you may
search for the IPCAMs.
* |f the button doesn’t show up, it means the PC/Laptop you use got one Network Interface

only.*
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Flease zelert the netenodk interface needs to be scanned

CE

Cancel

c)Input the MAC address you may search for

STEP1. INPUT DEVICE MAC ADDRESS (SCAN) Languages

MAC D :| [00:30:04:FF:FF:FF ll Sean |

Input the MAC address you are looking for and press the SCAN button.

* Please press the _*| button to know more about the MAC ID means. *

What iz MAC 2

STEP1. INPUT DEVICE MAC ADDRESS (SCAN)

B

bAZID 00: 30: 04: FF: FF: FF|

1. Turn over the device
2.Check with the MAC D

3.Flease kevin with the MAC 1D won've found
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d)Modify the Network configurations

DHCP DHCP mode, can automatically assigned the IP from
DHCP server installed.

Static IP | Manually assign the IP address/Sub network
mask/default gateway/main DNS/sub DNS etc.
PPPoE For ADSL users to configure their login
account/password.

e)Modify the Surveillance Password from IPCAM
You can decide enable/disable the Surveillance Password here !
- Press [Default] to configure the Surveillance Password as default value “12345”
- Press [Apply] to apply the new password filled in the New Password fields.

* The panel will display normally after a correct MAC is input and SCAN successfully. *




