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1 Key Features 
 

 CMOS camera with 1.3M pixel 
 MPEG-4 / H.263 video compression 
 G.711/G.729 audio codec 
 JPEG capture for motion detection (640 * 480) 
 Bidirectional audio transmission by SIP signaling (half duplex) 
 Internet connection compatible with Ethernet 
 Support audiovisual transmission and recording 
 A client viewer is able to access multiple cameras locating at different 

sites simultaneously 
 Built-in Web server for remote management on network 
 Bundled remote surveillance and management PC software 
 Video Phone inter-operation (2-way audio / 1-way video) 
 Dynamic DNS service by DynDNS.com 
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2 Specifications 
 

2.1 Hardware Configuration 
 

 CPU : TMS320DM320   
 Camera Unit: CMOS, 1.3Mega pixel  
 RJ-45 LAN : 10 /100 Ethernet 
 Built-in microphone  
 LED System and Network status  
 Terminal Block : 1DO 
 Embed Speaker Output  1W (85.4 db) 
 DC Jack :DC5V power input  
 Tack switches: System reset , Restore factory default 

 

2.2 Software Features 

2.2.1 Language Support 
a. English 
b. Traditional Chinese 
c. Japanese  
d. Spanish 

2.2.2 NETWORKING 
Ethernet: 10/100BaseT Ethernet 
Protocol: TCP/IP, DHCP, PPPoE, HTTP, SMTP, FTP, RTP/RTCP, TFTP ,SIP  
Network Bandwidth: 128k/256k/384k/512k/768k/1M/1.5M/2M 

2.2.3 Video Setting and Performance 
Compression: MPEG-4 SP  
Frame Rate : 1 to 30 
Quality :  Adaptive  
 
Adjustable Resolution ( MPEG4): 
Up to 15fps@720x480 (D1) 
Up to 30fps@ 640x480 (VGA) 
Up to 30fps @ 352x288 (CIF)  
Up to 30fps @ 176 x 144(QCIF) 
 
Adjustable Resolution ( H.263): 
Up to 30fps @ 352x288 (CIF)  
Up to 30fps @ 176 x 144(QCIF) 
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2.2.4 Audio Setting 
Codec : G.711 a/u 
Transmission : Two-way communication by SIP signaling, Half-duplex 
 

2.2.5 EVENT CONTROL 
Event Types : Motion detection, Scheduler, Manual Snapshot and Alarm-in 
Motion Detection : Sensitivity control  
Event Action : Send snapshots via FTP or Email in JPEG format (640x480) 

2.2.6 SECURITY 
User Management: Administrator and User group privileged protection  
Authentication: ID and password protection 
Site Demonstration: Guess account with privilege limitation 

2.2.7 SYSTEM MAINTENANCE AND OPERATION TRACE 
System Management: Web-based configuration and management 
System Upgrade: Firmware upgrade via HTTP/TFTP 
System Record: Operation log and detail trace 
Configuration Data : Configuration data retrieval and upload 
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3 Client Software – Surveillance Management Center 
 

3.1 Remote Viewer & Recorder 
 
Resolution: CIF, QCIF, VGA , D1 
Image Quality: Adaptive 
Connection Indication: Video, Audio and Recording 
Caption: Camera number, Host name, Date and Time 
Easy Recorder/Player: Instant record and playback video manually 
 

3.2 Record Viewer 
Search Scheme: Date /Event/Camera/Manual/Snapshot 
Record Type: Manual control/Motion detection driven/ Alarm-in 
Control: Play/Stop/Fast Forward/Step Forward/Pause  
 

3.3 Record Setting 
Mode:  Manual control/Motion detection driven/ Alarm-in/Loop Record/DI Triggered 
 

3.4 System Log 
Severity Level : major / minor / operational 
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4 ENVIRONMENT 
Operation Temperature : 0 ~ 50°C (tentative) 
Operation Humidity : < 85%, non-condensing 
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5 Product Exterior 

 
Wall Mount Table Stand 
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6 User Scenarios 
 
1)For Door Security  
 

- Visitors can do audio communication with receptor. 
i. Live Mono-Microphone Input for communicate with PC Client 
ii. High quality Audio Output for the Voice Communication 
iii. Auto-Recording while visitors visiting 

- Receptor door monitoring and security control  
i. Interoperating with VideoPhone 

 
 
2)For TELE-CARE 

- Remotely health care for elders/ill person/child. 
i. Panic button for emergency calls Out to PC/Clients/VideoPhone/3G Phone 

- Extensively installed with IPPBX for more efficiency telephone behaviors control. 
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7 Minimum System Requirements for Surveillance Software 
 
CPU : Intel Pentium IV 2GHz or above 
System RAM : 512MB or above 
OS : Microsoft Windows 2000 with Service Pack 6 , XP Home / Professional with SP 2 
Sound Card : 8bit full duplex, Windows compatible 
Browser : Microsoft Internet Explorer 6.0 
Storage : 40GB free space of hard disk drive with 7200RPM capability 
 


